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EXISTING PAVEMENT

TYPICAL SECTION NO. 1

ROADWAY CL——
1% BRIDGE WIDTH

ASPHALT WEARING SURFACE

|
SYMMETRICAL ABOUT THIS CL——
BRIDGE HALF TYPICAL SECTION

FOR BRIDGES WITH FLOOR DRAINS, CARE SHALL BE EXERCISED IN PLACING THE WEARING
SURFACE ARQUND FLOOR DRAINS SO AS NOT TO HINDER EFFECTIVE DRAINAGE. ALL DRAINS
SHALL BE LEFT CPEN

THE PROPOSED WEARING SURFACE SHALL VARY IN THICKNESS AS NECESSARY TO PROVIDE A
SMOOTH RIDING SURFAGE. THE MINIMUM THICKNESS SHOULD DEPEND ON PAVEMENT TYPE AS
FOLLOWS: §4.75A %", SF9.5A1.0", 59,5X 1.5", 512.5X 2.0", ULTRATHIN HOT MIX ASPHALT-TYPE A 34",
ULTRATHIN HOT MIX ASPHALT-TYPE B 5/8", ULTRATHIN HOT MIX ASPHALT-TYPE C %£".THE MAXIMUM
THICKNESS SHOULD DEPEND ON PAVEMENT TYPE AS FOLLOWS: 54.75A 1.0, SF9.5A 1.5°,89.5X 2.0%,
$12.5X 2.0, ULTRATHIN HOT MIX ASPHALT-TYPE A %", ULTRATHIN HOT MIX ASPHALT-TYPE B 5/2",
ULTRATHIN KOT MIX ASPHALT-TYPE C 4",

NOTES

ALL UNPAVED ROADS TO BE RESURFACED 50' FROM EDGE OF PAVEMENT OF MAIN PROJEGT,
ALL PAVED §.R. ROADS TO BE RESURFACED TO THE ENDS OF THE RADII, ORAS DIRECTED BY THE
ENGINEER.

EDGES, PAVEMENT WIDENING, INTERSECTIONS AND BRIDGE FLARES ARE INGLUDED IN THE TAHLE
OF QUANTITIES.

INDICATED. o
BRIDGES ARE TO BE RESURFACED AT LOGATIONS AND TO DEPTH AS DIRECTED BY THE ENGINEER.
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DEPTH, LENGTH & WIDTH VARIES

AS DIRECTED BY THE ENGINEER
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AS DIRECTED BY THE ENGINEER

PATCHING EXISTING PAVEMENT

PAVEMENT SCHEDULE

Y1

GENERIC PAVING ITEM LATEX

MODIFIED MICRO-SURFACING, TYPE il




